o ViGC0-4L TICO SDI Converter

VILLAGE
island

VICO-4L is equipped with 4:1 and 8:1
visually loss-less TICO codec,
achieving 4K 50/60p quality transport
over single 3G-SDI, SFP+, ST-2110,
ST-2022-6, and with a delay of few

video lines
Product Summary
(" )

® Delay Near-to-zero latency (<0.3 us) (1) ENCODER (TX) DECODER (RX)

® Compression ratio 4:1 or 8:1(2) - 3G-SDIx 1 -

® Quality Visually loss-less

eDownconverting  Decoder downconvert ITTT llll

4K1In 4K Out

feature 4K->2K (3)

4x3G-SDI or 1x12G-SDI 4x3G-SDI or 1x12G-SDI
o Standard SMPTE RDD35 N T J
o Interoperability TICO Alliance
@ Rack Mount Size 1RU / \
ENCODER (TX) DECODER (RX)

wo 111 T ke

\ 4x3G-SDl or 1x12G-SDI 4x3G-SDI or 1x12G-SDI /

SFP+#2 SFP+#1 USB port Genlock(-2) PSU #1

Additional Board (2
(For Upgrade FW)

PSU #2 (-2)

Specs, and Feature Comparison Chart

Port ENC DEC

#1 Input #1 RDD35 In #1
#2 Input #2 Output #4
43 Input #3 Output #3 Croma / Bit Depth 4:2:2/ 10bits

Resolution 4K : 3840 x 2160
FrameRate 50p / 59.94p / 60p

#4 Input #4 Output #2 Compression Ratio 4:1,8:1(2)
RDD35 Out #1| Output #1 Video I / F 3G-SDI x 4 Level A, 2SI, 12G-SDI x 1

e s :’égpim; 1éMPTE ST 20226 (2
IN/Out U/F &2 2)

SMPTE ST 2110 (*3)
Display, SNMP

BlackBurst(Analog Composite)(*2),
PTP(IP Mode) (*2)

IR
PSU(AC100~240V) Single, or Dual Redundant (*2)
[ 4 Ico Power Consumption [U'Z
,a”ce 435 x 260 x 44.5 mm
5Kg

(O YET N T T ETEITEE 0°C~35°C / 20%~80%RH

(*1) RDD35 SDI Streaming Mode
(*2) Option
(*3) Please check with our sales contact for details
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